
 

Preparation for the first use

Prepare your printer before initial use. Follow the steps to set up the machine, the firmware, the software
and the calibration correctly.

Prepare your printer to work

 

1. Place the platform inside M200 and match the magnets (you can see them in the picture).
2. Connect both connectors carefully to the platform.
3. Place the cables using fastening clamps. Attach clamps to the cables and cables to the printer housing.
4. Plug the cable into the connector.

CAUTION!
Wear safety gloves.

CAUTION!
 Disconnect the platform connectors before removing the platform.

5. Attach the power supply cable.
6. Mount the material guide.
7. Mount the material spool holder.
8. Mount the spool of material on the spool holder. The spool should rotate anti-clockwise. Lead the
material through the material guide to the printer.
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CAUTION!
Always connect the power cable into a grounded outlet.

Z-Firmware installation

Download the latest update for Z-Firmware at Zortrax Support in the Downloads section.
To install the firmware, copy an Update.bin file to SD card, insert the card into the printer and turn on the
machine. Z-Firmware updates automatically.

Loading filament

Select "Filament" option from the menu.

To load the filament, select "Load filament" option.

Zortrax M200 is heating up the extruder.

When the display shows the message "Please insert
filament," insert the end of the filament into the
extruder. When Zortrax M20 finishes loading
filament, the printer is ready to print. Remove the
filament remains using tweezers.
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http://support.zortrax.com/home/zortrax-m200-overview/downloads/


 

Auto-calibration

To auto-calibrate the printer please follow the instruction on the display.

Insert the SD card with saved models into the
printer. Models should be placed in the main catalog
(next to the Update.bin file). To choose the model
for printing, select "Models" option from the main
menu.
Select the model in the .zcode format file.

The printing procedure will begin automatically. The
display will show information about the extruder and
the platform heating level.

Once the heating has been completed, M200 will
start printing. The progress bar shows the percentage
of print advancement.

 

Z-Suite software installation

The newest Z-Suite software version can be found at Zortrax Support in the Downloads section.
To install Z-Suite software, you need a serial number. To find serial number, go to “Information” option
on the display and choose “Serial Number.”
Use .stl, .obj or .dxf format files to work with your Zortrax M200. Most CAD and 3D modeling software
allows you to convert 3D files to this format. To prepare a file for 3D printing (in the .zcode format),
install Z-Suite on your computer.

                                       3 / 4

http://support.zortrax.com/home/zortrax-m200-overview/downloads/


 

Copyright © 2015 Zortrax Support Center. All rights reserved.

Powered by TCPDF (www.tcpdf.org)

                                       4 / 4

http://www.tcpdf.org

